
LUXMAX® Plus series with higher conversion ef f iciency and
better anti-PID performance bring installers the maximize
power yield per unit area.They can meet your very strict
requirement on quality and ef f iciency of modules.
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Industry Standard

LUXEN Standard

25-year power war rant y
12-year produc t war rant y

25-year
12-year



Operating Module Temperature

Maximun System Voltage

Maximun Series Fuse Rating

Power Tolerance

Temperature Charateristics

Nominal Operating Cell Temperature(Noct)

Temperature Coef f i c i ent  o  P af m x

Temperature Coef f i c i ent  o  Vocf
Temperature Coef f i c i ent  o  Iscf

-40℃���to �+ 85℃

1500V DC(IEC)

20A

0/+5W

45±2℃

-0.36%/℃

-0.28%/℃
+0.05%/℃

28

840

30

40 'HQ

12

360

30

20 'GP


	1: MONO 315-335W 60CELS(1)
	2: MONO 315-335W 60CELS(2)
	3: MONO 380-400w 72cell（1）
	4: MONO 380-400w 72cell（2）
	
	1: 60 MONOBLACK 310-330(1)
	2: 60 MONOBLACK 310-330(2)
	3: MONO 375-395w 72cells BLACK（1）
	4: MONO 375-395w 72cell BLACK（2）

	
	1: MONO 325-345w 120cells(1)
	2: MONO 325-345w 120cells(2)
	3: MONO 395-415w 144cells（1）
	4: MONO 395-415w 144cells（2）

	
	1: MONO 320-340w 120cells(1)
	2: MONO 320-340w 120cells(2)
	3: MONO 390-410w 144cells（1）
	4: MONO 390-410w 144cells（2）

	
	1: 120有框双玻9BB(1)
	2: 120有框双玻9BB(2)
	3: 120无框双玻9BB(1)
	4: 120无框双玻9BB(2)
	5: 144有框双玻9BB(1)
	6: 144有框双玻9BB(2)
	7: 144无框双玻9BB(1)
	8: 144无框双玻9BB(2)


